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	STOPS 300 Stainless Caps 

SIZE

POINT
TYPE

8 - 18 x 1/2

2

8 - 18 x 3/4

2

10 - 16 x 3/4

3

10 - 16 x 1

3

10 - 16 x 1 1/2

3

10 - 16 x 2

3

12 - 14 x 3/4

3

12 - 14 x 1

3

12 - 14 x 1 1/4

3

12 - 24 x 1 1/2

3

12 - 14 x 2

3

1/4 - 14 x 3/4

3

1/4 - 14 x 1

3

1/4 - 14 x 1 1/4

3

1/4 - 14 x 1 1/2

3

1/4 - 14 x 2

3

1/4 - 14 x 2 1/2

3

1/4 - 14 x 7/8
(LAP-Stitch)(5/16 Head)

1

12-24 x 1 1/4

5

12-24 x 2

5

Ford Fasteners introduces S’tops 300 stainless caps on hardened steel 
self-drillers. Body coated with our K-30 finish for ultimate protection. 

Ford S’tops stainless tops can 
withstand corrosive conditions in the toughest environments and not rust.
Ford S’tops self-drilling screws are ideal for installation application where rust-free performance is demanded.
Ford S’tops stainless tops eliminate red rust and streaking.
Ford S’tops are available both with and without 300 stainless steel EPDM sealing washers for maximum weathertight protection.
Color-coating: s’tops stainless heads can be painted to your color specs.
For trouble-free installation, reliability and protection, nothing comes close to s’tops Stainless Tops Long Life Fasteners.
Drilling Capacity..Standard for Zinc Plated Carbon Steel Self-Drilling Screws

Nominal
Size of Screw

Point
Style

Recommended
Panel Thickness

Recommended
Drill Speed (R.P.M.)

#8

No. 2

0.059" - 0.110"

2,500 R.P.M. Max.

#8

No. 3

0.098" - 0.142"

2,500 R.P.M. Max.

#10

No. 3

0.110" - 0.177"

2,500 R.P.M. Max.

#12

No. 3

0.110" - 0.209"

1,800 to 2,500 R.P.M Max.

#12

No. 5

0.250" - 0.500"

1,800 to 2,500 R.P.M Max.

#14

No. 3

0.110" - 0.248"

1,800 to 2,500 R.P.M Max.



	[image: image2.png]




	



[image: image3.png]


[image: image4.png]


[image: image5.png]


[image: image6.png]




 INCLUDEPICTURE "http://www.webtraxs.com/webtraxs.php?id=fordfasteners&st=img" \* MERGEFORMATINET [image: image7.png]



